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USAF Spherical Roller Bearings
• 	22200, 22300, 23000, 23100, and 23200 Series

• 	 Industry-standard dimensions interchangeable with SAF housings

• 	Five sealing options to match most operating conditions

• 	Cast-in dimples locate drill holes for lube fitting, vents, sensors, and 
mounting modifications

• 	Standard housings have two oversized drains adaptable for circulating 
oil systems

• 	Pry slots allow easy separation of the pillow block

SNX Plummer Blocks
• 	 ISO-conformant plummer block interchangeable with metric SNL, SNV, 

SNA, and other SN products
•	 Cast iron with spheroidal ductile option
• 	Housed and sealed, general purpose, high-capacity, double-row, 

spherical roller bearings
• 	Adapter and direct mount
• 	Five different sealing options to match most operating conditions
•	 Grease or oil capable
•	A lso available in SDX, SNF and SSND housings

ISN Spherical Roller Bearings
•	 Dimensionally interchangeable with 500 series SN plummer blocks
• 	 Industry's only push/pull adapter mount system
•	A vailable in two-bolt pillow blocks
•	A ccepts commercial shaft tolerances
•	 Installation and removal in fewer than 15 minutes
•	 Fully concentric shaft attachment with adaptor sleeve mount
•	 Capable of withstanding static or dynamic misalignment of ± 1°
•	 Shaft-ready out of the box
•	A vailable with TRIDENT triple lip or labyrinth seal options
•	 Sizes range from 30mm through 140mm

ISAF Spherical Roller Bearings
• 	Dimensionally interchangeable with SAF style pillow blocks

• 	Patented Imperial adapter mounting system

• 	Easy installation – no feeler gauges needed

• 	Available with TRIDENT triple lip and labyrinth seal options

• 	±1˚ static or dynamic misalignment capability

• 	Shaft-ready out of the box, no assembly  of components necessary

•	 Now also available with integral, hydraulically- assisted mounting and 
dismounting, in sizes 5-7/16” to 15”


